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REFERENCES

Market: BIOGAS
Product: 

Refrigeration Dryers
Heat Exchangers
Chillers
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Contractor: CADAGUA
Application: Cogeneration
Flow:  375 m3/h
Working Pressure: 200 mbar(g)
Inlet Temp.:  45 ºC
Cooling Water: 2,4 m3/h
Dew Point: +5 ºC (saturated)

Solution: Refrigeration Dryer
Model: FD-255-WA/E
Hazardous Area (ATEX)
Placed: EDAR
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Contractor: ECOPARC DEL MEDITERRANI
Application: Cogeneration
Flow:  1.300 m3/h
Working Pressure: 140 mbar(g)
Inlet Temp.: 58 ºC
Outlet Temp.:  26 ºC
Dew point: 5 ºC

Solution: Heat Exchangers + Chiller
Stainless Steel + ATEX
Model: RH-450/1500/E + CPA-1131 
Placed: S. Adriá del Besos (Spain)
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Contractor: ROS ROCA
Application: Cogeneration
Flow:  200 m3/h

Solution: Heat Exchanger + Chiller
Model: RH-73/1500/E + CPA-101
Placed: Voghera (Italy)

Working Pressure: 200 mbar(g)
Inlet Temp.:  35 ºC
Outlet Temp.:  10 ºC (saturated)
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Contractor: OMS-SACEDE
Application: Cogeneration
Flow:  150 Nm3/h
Working Pressure: -60 mbar(g)
Inlet Temp.:  35 ºC
Air cooled
Dew Point: +3 ºC

Solution: Refrigeration Dryer
Model: FD-255-BE
Hazardous Area (ATEX)
Stainless Steel construction
Placed: Gandía (Spain)
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Contractor: EMTE MEDIO AMBIENTE
Application: Cogeneration
Flow:  1.300 m3/h
Working Pressure: -150 mbar(g)
Inlet Temp.:  40 ºC
Outlet Temp.:  5 ºC

Solution: Heat Exchanger + Chiller
Model: RH-300/2000/E + CPA-1361
Stainless Steel + Condensates Separator
Placed: Montalbán (Spain)
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Contractor: INBIOGAS 
(Engineering)
Application: Cogeneration

Solution: Heat Exchanger + Chiller
Stainless Steel construction
Models: RH-320-1200-E + CPA-571 

RH-170-850-E + CPA-61
Placed: Malaga (Spain)

Flow:  600 m3/h & 1000 m3/h
Working Pressure: -125 mbarg / 125 mbarg
Inlet Temp.:  30 / 45 ºC
Outlet Temp.:  5 / 25 ºC
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Contractor: DISEPROSA
Application: Natural Gas

Solution: Refrigeration Dryer
ATEX Instrumentation
Stainless Steel
Model: FD-305-B/Ex
Placed: Córdoba (Spain)

Flow:  900 m3/h
Working pressure: 2/13 barg
Inlet Temp.:  30 ºC
Air cooled
Dew Point: +5 ºC
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Contractor: GRUPO LUXIA SOLUTIONS (Engineering)
Application: Cogeneration

Solution: Heat Exchanger + Chiller
Model: RH-280/3000/E + CHILL-220
Placed: Quito (Ecuador)

Flow:  2.500 m3/h
Working Pressure: -100 mbar(g)
Inlet Temp.:  35 ºC
Outlet Temp.:  5 ºC (saturated)
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Contractor: CADAGUA
Application: Cogeneration

Solution: Refrigeration Dryer
Model: FD-900-BL/SR
Placed: Papelera Sarriá de Ter (Spain)

Flow:  211 Nm3/h
Working pressure: 25 mbarg
Inlet Temp:  30 ºC
Dew Point: +10 ºC (saturated)
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Contractor: CADAGUA/FERROVIAL

Biogas (80% CH4 + 20% CO2)
Flow:  1044 Nm3/h
Working pressure: 3,5 barg
Dew Point: +10 ºC (saturated)
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Thanks for 
your attention
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